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OVERVIEW 
 
About WR-¢Ŝǎǘ²ƻǊƪǎϰ 
 
The WR-¢Ŝǎǘ²ƻǊƪǎϰ ǎƻŦǘǿŀǊŜ ƻǇŜǊŀǘŜǎ ǎŜǾŜǊŀƭ ŘŜǾƛŎŜǎ ŀƴŘ ƛƴǘŜǊŦŀŎŜǎ ǿƛǘƘ ƻǘƘŜǊ C5! ŎƭŜŀǊŜŘ ŘŜǾƛŎŜǎΦ 
The software captures patient physiological and demographic data for peripheral sensory, cardiac, and 
autonomic nervous system testing. Physicians can reference physiologic events recorded during patient 
monitoring or while a patient undergoes specific maneuvers. The software will record, display, save, 
analyze, and generate reports.  
 
Devices supported: 
 
v{ǿŜŀǘϰ - Quantitative Sweat Measurement System 

 Parameters measured: Sweat Rate and Volume 
 
/!{9 L±ϰ - Computer Aided Sensory Evaluator 

 Parameters measured: Peripheral sensory thresholds (Vibration, Thermal cooling/warming, and 
heat-pain) 

 
HRV Acquire ς ECG and patient feedback 

 Parameter measured: ECG (3-Lead), Valsalva effort Pressure (mmHg), and Chest Expansion 
Effort. 

 
bŜȄCƛƴϰ and bŜȄCƛƴ I5ϰ - Continuous finger arterial pressure measurement system, with brachial 
pressure waveform reconstruction). 

 Parameters measured: Beat to beat systolic, diastolic, and mean blood pressure 

 Hemodynamic parameters - optional; cardiac output, stroke volume.  
 
CƛƴƻƳŜǘŜǊϰ - Continuous finger arterial pressure measurement system, with brachial pressure 
waveform reconstruction. 

 Parameters measured: Beat to beat systolic, diastolic, and mean blood pressure 
 
/ƻƭƛƴϰ tƛƭƻǘ фнллκтллл - (Discontinued) Continuous tonometric beat to beat blood pressure system. 

 Parameters measured: beat to beat systolic, diastolic, and mean blood pressure and ECG (3-
Lead) 

 
L±¸ .ƛƻƳŜŘƛŎŀƭϰ 9/D aƻŘŜƭ 3000 ς Cardiac Trigger Monitor 

 Parameters measured: ECG (3-lead) 
 
SMT ς Sniff Magnitude Test  

 Parameters measured: Nasal pressure  
 
Data Analysis: 
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QSweat ς  
Total Volume 
Response latency 
End offset to baseline 
Rate 
 
Cardiac ς 
HRDB (Heart Rate to Deep Breathing): Min/Max delta using Heart Rate or R-R interval, Baroreflex Gain 
Valsalva: Valsalva Ratio using Heart Rate or R-R interval, Baroreflex Gain 
Tilt: Baroreflex Gain, 30:15 Ratio (HR), 30:15 Ratio (R-R) 
 
CASE IV ς 
Cooling: Threshold, Displacement, and Duration 
Warming: Threshold, Displacement, and Duration 
Vibration: Threshold, Displacement, and Duration 
Heat-Pain: HP 0.5, HP 5.0, HP 5.0-0.5, Thresholds, Displacements, and Duration 
 
QST (Manual) ς 
Touch Pressure: Threshold, and Magnitude 
Thermal discrimination: Threshold 
 
SMT (Sniff Magnitude Test)τ 
Magnitude Ratio:  Average 
 
 

IMPORTANT CONCEPTS  
 
 
Operators: 
 

 Administrator- The person in charge of the WR-¢Ŝǎǘ²ƻǊƪǎϰ ǎƻŦǘǿŀǊŜΦ ¢Ƙƛǎ ǇŜǊǎƻƴ ƛƴǎǘŀƭƭǎ ŀƴŘ 
customizes the software, and is responsible for adding and defining users and studies. Only one 
administrator is defined upon initial installation, but more than one person may be assigned 
administrator status. 

 User- A person who operates the WR-¢Ŝǎǘ²ƻǊƪǎϰ ǎƻŦǘǿŀǊŜΦ ¦ǎŜǊǎ ŀǊŜ ŀǎǎƛgned to categories 
άǳǎŜǊ ƎǊƻǳǇǎέ ǘƘŀǘ ŘŜǘŜǊƳƛƴŜ ǘƘŜ ŀƳƻǳƴǘ ƻŦ ǊŜǎǇƻƴǎƛōƛƭƛǘȅ ŀƭƭƻǿŜŘΥ ŀŘƳƛƴƛǎǘǊŀǘƻǊΣ ǇƘȅǎƛŎƛŀƴΣ 
analyst, technician, and clerk. At this point, all non-administrators have the same access rights. 
In future releases, the administrator may assign the access rights for each user level. 

 
Data Organization: 
 

 Study- WR-¢Ŝǎǘ²ƻǊƪǎϰ ǎƻŦǘǿŀǊŜ ƻŦŦŜǊǎ ǇŀǘƛŜƴǘ ŀƴŘ ǇǊƻǘƻŎƻƭ ƳŀƴŀƎŜƳŜƴǘ ōȅ ƳŜŀƴǎ ƻŦ 
ƻǊƎŀƴƛȊƛƴƎ ǇŀǘƛŜƴǘΣ ǘŜǎǘΣ ŀƴŘ ŀƴŀƭȅǎƛǎ Řŀǘŀ ƛƴǘƻ ƎǊƻǳǇǎ ŎŀƭƭŜŘ άǎǘǳŘƛŜǎέΦ 9ŀŎƘ ǎǘǳŘȅ ƛǎ ŘƛǎǘƛƴŎǘΦ 
Only one study can be loaded at a time. 
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 Patient- The person to be tested by the medical devices associated with the WR-¢Ŝǎǘ²ƻǊƪǎϰ 
ǎƻŦǘǿŀǊŜΦ ! ǇŀǘƛŜƴǘΩǎ Řŀǘŀ ŀƴŘ ŀǎǎƻŎƛŀǘŜŘ ǘŜǎǘǎ ŀǊŜ ǇŀǊǘ ƻŦ ŀ ǎǘǳŘȅΦ ! ǇŀǘƛŜƴǘ Ƴŀȅ ōŜ ƛƴŎƭǳŘŜŘ ƛƴ 
more than one study.  

 Test- The medical procedure performed on a patient and the resulting data. 

 Report- The on-screen or printed summary of the WR-¢Ŝǎǘ²ƻǊƪǎϰ ǘŜǎǘΣ ƛƴŎƭǳŘƛƴƎ ǇŀǘƛŜƴǘΣ ǘŜǎǘΣ 
and analysis data.  

 
Functionality: 
 

 Test Explorer- Through the Test Explorer, users can view the patients and their associated tests 
and analyses in a particular study. Many tasks can be started in the Test Explorer, such as 
patient data editing, beginning a new test, viewing saved tests and analyses, and more.  

 Component- A software module associated with a medical device or normative value database. 
 

WARNINGS AND CAUTIONS 
 
Please refer to the Hardware manual(s) of each device used for any warnings, cautions, indications, and 
contraindications. 
 
User Responsibilities: 
 
The WR Medical WR-¢Ŝǎǘ²ƻǊƪǎϰ ǎƻŦǘǿŀǊŜ will perform in conformity with the description thereof 
contained in this manual and accompanying documentation, when used with properly assembled, 
operated, maintained, and repaired devices connected to the system. Parts that are missing or damaged 
shall be replaced immediately. 
 
The user of this software shall have the sole responsibility for any malfunction which results from 
improper use, not following device maintenance instructions, or improper repair.  
Clinical judgment should always be used when interpreting the results of any test. As with any 
monitored parameter, artifacts and poor signal quality may lead to inappropriate values.  
Please read and adhere to the following considerations regarding the use of the software: 
 

 WR-¢Ŝǎǘ²ƻǊƪǎϰ ƛǎ ǘƻ ōŜ ǳǎŜŘ ŀƴŘ ǘƻ ōŜ ƻǇŜǊŀǘŜŘ ōȅ ǉǳŀƭƛŦƛŜŘ ǇŜǊǎƻƴƴŜƭ ƻƴƭȅ 

 LŦ ǘƘŜ ŀŎŎǳǊŀŎȅ ƻŦ ŀƴȅ ǊŜŀŘƛƴƎ ƛǎ ǉǳŜǎǘƛƻƴŀōƭŜΣ ŦƛǊǎǘ ŎƘŜŎƪ ǘƘŜ ǇŀǘƛŜƴǘΩǎ Ǿƛǘŀƭ ǎƛƎƴǎ ōȅ ŀƭǘŜǊƴŀǘŜ 
means and check the device connected for proper functioning.  

 WR-¢Ŝǎǘ²ƻǊƪǎϰ ǎƻŦǘǿŀǊŜ ƛǎ ƛƴǘŜƴŘŜŘ ƻƴƭȅ ŀǎ ŀƴ ŀŘƧǳƴŎǘ ƛƴ ǇŀǘƛŜƴǘ ŀǎǎŜǎǎƳŜƴǘΦ Lǘ Ƴǳǎǘ ōŜ ǳǎŜŘ 
in conjunction with clinical signs and symptoms 

 

TECHNICAL SUPPORT  
 
For questions regarding the WR-¢Ŝǎǘ²ƻǊƪǎϰ ǎƻŦǘǿŀǊŜ ǇƭŜŀǎŜ ŎƻƴǘŀŎǘΥ 
 
Technical Support / Help Desk 
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WR Medical Electronics Co. 
123 North 2nd Street 
Stillwater, MN 55082 
Phone: 651-430-1200 (Toll Free US: 800-635-1312) 
Fax: 651-439-9733 
Email: neuro@wrmed.com 
Web: www.wrmed.com  
 
The Help Desk is available during normal business hours (8:00am to 4:30pm, Central Time) 
 

DISCLAIMER OF WARRANTIES AND LIMITATIONS 
 
WR Medical Electronics Co. makes no warranty or representation, either express or implied, with 
respect to the WR-¢Ŝǎǘ²ƻǊƪǎϰ Software, its quality, merchantability, or fitness for a particular purpose. 
The software is provided as is, no oral or written information or advice given by either party or its 
employees shall create a warranty or make any modification, extension or addition to the warranty. 
 
WR Medical Electronics Co. shall not be liable for any direct, indirect, incidental or consequential 
damages, including lost profits and damages for personal injury or property damage, arising from or in 
the connection with the licensed rights or its use whatsoever.  
 
Lƴ ƴƻ ŎŀǎŜ ǎƘŀƭƭ ²w aŜŘƛŎŀƭ 9ƭŜŎǘǊƻƴƛŎǎ /ƻΦΩǎ ƭƛŀōƛƭƛǘȅ ŜȄŎŜŜŘ ǘƘŜ ǇǳǊŎƘŀǎŜ ǇǊƛŎŜ ŦƻǊ ǘƘŜ ǎƻŦǘǿŀǊŜΦ 
Information in this document is subject to change without notice and does not represent a commitment 
on the part of WR Medical Electronics Co. 
 

INSTALLATION AND SETUP 
 
Installing WR-¢Ŝǎǘ²ƻǊƪǎϰ  
 
 Minimum System Requirements 
 

 Microsoft Windows XP operating system (SP2.0 or higher) 

 >1.2Ghz Processor 

 >256MB RAM 

 >10Gb Free Disk Space 

 CDRW-ROM Drive 

 1024 x 768/64k Color Screen 

 USB port > 2.0 
 

Begin the installation by inserting the WR-TestWorks CD-ROM in the CD-ROM drive. [If the installation 
does not begin automatically, navigate to the CD-ROM drive using Windows Explorer (or My Computer) 
and double-click Testworks.exe.]  
 

mailto:neuro@wrmed.com
http://www.wrmed.com/
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NOTE: Users must be members of the local administrator group to install and run WR-TestWorksϰ.  
 

  
 
Follow the on-ǎŎǊŜŜƴ ƛƴǎǘǊǳŎǘƛƻƴǎ ŀƴŘ ŜƴǘŜǊ ǘƘŜ ǊŜǉǳŜǎǘŜŘ ƛƴŦƻǊƳŀǘƛƻƴΧ 
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wŜǾƛŜǿ ǘƘŜ ƭƛŎŜƴǎŜ ŀƎǊŜŜƳŜƴǘΣ ŀƭǎƻ ŦƻǳƴŘ ƛƴ ǘƘŜ ŀǇǇŜƴŘƛȄΦ /ƘƻƻǎŜ άL ŀŎŎŜǇǘ ǘƘŜ ƭƛŎŜƴǎŜ ŀƎǊŜŜƳŜƴǘέ ǘƻ 
continue. Or do not accept and cancel the installation.  
 

 
 
Enter the user name associated with the local workstation, along with the organizational name. On 
shared workstations you may choose to only allow program access to yourself or everyone. This is 
²ƛƴŘƻǿǎϰ ·t ŀŎŎŜǎǎΣ ƴƻǘ WR-¢Ŝǎǘ²ƻǊƪǎϰ ŀŎŎŜǎǎΦ  
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/ƘƻƻǎŜ ǘƘŜ ŘŜǎǘƛƴŀǘƛƻƴ ŦƻƭŘŜǊ ōȅ ǎŜƭŜŎǘƛƴƎ ǘƘŜ Ψ.ǊƻǿǎŜΩ ōǳǘǘƻƴ ŀƴŘ ƳƻŘƛŦȅƛƴƎ ǘƘŜ ŘǊƛǾŜ ŀƴŘ ǇŀǘƘΦ ¢ƘŜ 
default location is presented and for performance a local drive is recommended.  
 
For a network based installation (data files located on a network server, rather than the local hard 
ŘǊƛǾŜύΣ ǳǎŜ ǘƘŜ Ψ.ǊƻǿǎŜΩ ōǳǘǘƻƴ ǘƻ ŎƘŀƴƎŜ ǘƘŜ ǇŀǘƘ ƻŦ ǘƘŜ 5ŀǘŀ CƻƭŘŜǊ ǘƻ ǘƘe desired location on your 
server. This can be entered in UNC format (\ \server\share) or conventional (C:\directory).  The data 
directory should have enough free space to contain studies. 
 
NOTE: All WR-TestWorksϰ users must have Read/Write permissions on the network share. Domain 
Members must have local administrator rights on the local machine.  
 
Approximate storage usage: 
 

Recording Storage 
Requirement 

Notes 

HRDB Ғоaō Per patient recording @200 Hz, 280k/min (10.5 Min) 

VALS Ғоaō Per patient recording @200 Hz, 280k/min (10.5 Min) 

TILT Ғпaō Per patient recording @200 Hz, 280k/min (15 Min) 

QSweat ҒмллY Per Patient recording (4 Sites ς 15 Min) 

QST Ғнƪ Per Patient recording 

SMT Ғмллƪ Per Patient recording 

   

Total Ғмлaō All tests  Per Patient 

  
NOTE: WR-¢Ŝǎǘ²ƻǊƪǎϰ  will provide a warning when the Study exceeds 600Mb which is the size that 
will fit on a CD-whaΦ  сллaō κ млaō Ғ сл /ƻƳǇƭŜǘŜ tŀǘƛŜƴǘ wŜŎƻǊŘƛƴƎǎΦ   
 

file:\\server\share
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NOTE: If installing the HRV Acquire device, leave the CD-ROM in the drive and connect the HRV Acquire 
via USB cable to the computer and turn on the device power to allow Windows to detect the device and 
install the driver.  
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Lƴǎǘŀƭƭ ǘƘŜ άI!{tέ ƭƛŎŜƴǎŜ ƪŜȅΦ ¢Ƙƛǎ ƛǎ ŀ ǎƳŀƭƭ ¦{. ŘŜǾƛŎŜ that must be connected to the workstation. This 
device contains the licenses purchased. This can also be referred to as a hard-lock. If you are missing this 
locking device ǘƘŜ ǎƻŦǘǿŀǊŜ ǿƛƭƭ ƻƴƭȅ ƻǇŜǊŀǘŜ ƛƴ ΨŘŜƳƻΩ ƳƻŘŜ ŀƴŘ ƴƻ ǊŜŎƻǊŘƛƴƎǎ Ŏŀƴ ōŜ ǎŀǾŜŘΦ 

 
HASP License Key 

 
When the installation completes, startup WR-¢Ŝǎǘ²ƻǊƪǎϰ using the icon placed on the desktop by the 
installation to complete WR-¢Ŝǎǘ²ƻǊƪǎϰ setup. 

 
 
²ƘŜƴ ŦƛǊǎǘ ǊǳƴƴƛƴƎ ǘƘŜ ǎƻŦǘǿŀǊŜ ȅƻǳ ǿƛƭƭ ōŜ ǇǊŜǎŜƴǘŜŘ ǿƛǘƘ ǘƘŜ ŦƻƭƭƻǿƛƴƎ ŘƛŀƭƻƎΦ /ƭƛŎƪ ǘƘŜ ΨhƪΩ ōǳǘǘƻƴ 
and continue with licensing components purchased.  
 

 
 
Enable purchased components by highlighting the component in the list and clicking Ψ9ƴŀōƭŜΩΦ Enter the 
license key associated with the component, including all dashes. [License keys are typically located on 
the CD sleeve or on the inside of the WR-¢Ŝǎǘ²ƻǊƪǎϰ ¦ǎŜǊΩǎ DǳƛŘŜΦϐ ²ƘŜƴ ŀƭƭ ǇǳǊŎƘŀǎŜŘ ŎƻƳǇƻƴŜƴǘǎ 
ŀǊŜ ŜƴŀōƭŜŘΣ ŎƭƛŎƪ Ψ/ƭƻǎŜΩΦ 
 

 
 
NOTE: ̧ ƻǳ Ŏŀƴ ǎŜƭŜŎǘ Ψ5ŜƳƻ aƻŘŜΩ ōȅ ŎƘŜŎƪƛƴƎ ǘƘŜ ŘŜƳƻ ōƻȄ ƛƴǎǘŜŀŘ ƻŦ ŜƴǘŜǊƛƴƎ ŀ ƭƛŎŜƴǎŜ ƪŜȅΦ ¸ƻǳ ǿƛƭƭ 
be able to record but not save while in demo mode.  
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{ŜƭŜŎǘ ΨhYΩ ǘƻ ŎƻƴǘƛƴǳŜΦ  
 

 
 
Log into WR-¢Ŝǎǘ²ƻǊƪǎϰ ǳǎƛƴƎ ǘƘŜ ŘŜŦŀǳƭǘ ǳǎŜǊ όŀŘƳƛƴύ ŀƴŘ ƴƻ ǇŀǎǎǿƻǊŘΦ ώ9ƛǘƘŜǊ ǘƘŜ Ψ5ŜŦŀǳƭǘΩ ƻǊ 
Ψ{ŀƳǇƭŜΩ ǎǘǳŘȅ Ƴŀȅ ōŜ ǳǎŜŘ ŦƻǊ ŎƻƴŦƛƎǳǊƛƴƎ ǘƘŜ ǎƻŦǘǿŀǊŜΦϐ 
 
Device configuration dialogs will be presented for each enabled component. In most cases the 
configuration selections will be based upon the equipment used and the physician preferences. [Refer to 
ǘƘŜ ŀǎǎƻŎƛŀǘŜŘ ŎƻƳǇƻƴŜƴǘΩǎ ǎŜŎǘƛƻƴ ǘƘŜ WR-¢Ŝǎǘ²ƻǊƪǎϰ ¦ǎŜǊΩǎ Guide to obtain detailed information 
regarding the device configuration settings.]  
 
Note: Only the components licensed will have a configuration dialog box. Please refer to the hardware 
manual for more complete description of configuration.  
 
Note: ǘƘŜ ŎƻƴŦƛƎǳǊŀǘƛƻƴ ŘƛŀƭƻƎ ōƻȄŜǎ Ŏŀƴ ōŜ ƳƻŘƛŦƛŜŘ ŀŦǘŜǊ ǘƘŜ ƛƴƛǘƛŀƭ ƛƴǎǘŀƭƭŀǘƛƻƴ ǘƘǊƻǳƎƘ ǘƘŜ ΨŘŜǾƛŎŜΩ 
menu.  
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Cardiac Configuration 

 
 
Cardiac Device Configuration Table: 
 

Device(s) Cardiac device(s) connected 

Serial Port COM port (used by Colin devices only) 

Chart Selection Charts to display on screen and 
Source of Heart Rate signal (if selectable) 

Analog Input Enable to present analog waveforms 
(may be required by certain devices) 

Sample Rate Analog signal acquisition rate (samples/second) 

 
HRV Acquire Configuration Table: 
 

ECG Setup -   

Exclude PVC arrhythmia beats Use internal DSP filter Optional 

Enable Line Filter Use internal DSP filter 60hz or 50hz (Line Frequency) 

HRDB Metronome Settings -   

Respiration Rate Metronome cycle time 2-20 seconds 

Respiration Cycles Continuous or number of cycles 8 cycles typical 

Valsalva Settings -   

Target Pressure Desired expiratory pressure 2-50 mmHg (40 mmHg typical) 

Trigger Pressure Pressure to start hold time 2-50 mmHg (30 mmHg typical) 

Hold Time Time to hold pressure at target 1-30 seconds (15 sec typical) 

Enable automatic event 
markers 

Event marker within TestWorks Default - Yes 
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QSweat Configuration 
 

 
 
Enter the values desired to correspond to the capsule size for both Response and Resting sweat tests. 
¢ƘŜ ǎǘŀƴŘŀǊŘ ǎƛȊŜǎ Ŏŀƴ ōŜ ǊŜǎǘƻǊŜŘ ōȅ ŎƘŜŎƪƛƴƎ ǘƘŜ ΨwŜǎǘƻǊŜ 5ŜŦŀǳƭǘǎΩ ōǳǘǘƻƴΦ  
 
Note: Normalized rate and volume data are based upon the capsule sizes entered. (Previous versions, 
and papers, have used absolute values.) 
 
CASE IV Configuration 
 

 
 
9ƴǘŜǊ ǘƘŜ ǾŀƭǳŜǎ ƛƴ ōƻǘƘ ǘƘŜ ΨŘŜǾƛŎŜΩ ŀƴŘ Ψ¢Ŝǎǘ /ƻƴŦƛƎǳǊŀǘƛƻƴΩ ǎŜŎǘƛƻƴǎΦ  
 

Device Information  

Serial Number:  Enter the serial number of the CASE IV device 

Stimulators (x)Thermal (x) Vibration Select stimulators connected to CASE IV device 

Serial Port: Enter the COM port the device is connected to. 

Cal. Period: Enter the number of days between calibration prompts 

Baseline Temperatures  

Cool: Select (Fixed, Ask, or Auto) & Enter Temp. Value 

Warm / HP: Select (Fixed, Ask, or Auto) & Enter Temp. Value 

Estimated JND Limit: 9ƴŀōƭŜ ό¸Ŝǎκbƻύ bǳƳōŜǊ ƻŦ Wb5Ωǎ  
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Manual QST Configuration 
 

 
 
SMT Device Configuration 
 

 
 
Enter the serial port the device is connected to and the label to be used for each canister. Advanced 
settings are described in the following table. Defaults Ŏŀƴ ōŜ ǊŜǎǘƻǊŜŘ ōȅ ǎŜƭŜŎǘƛƴƎ ǘƘŜ ΨwŜǎǘƻǊŜ 5ŜŦŀǳƭǘǎΩ 
ƻǊ Ψ5ŜŦŀǳƭǘΩ button. 
 
 

Gain Starting range for nasal pressure recording (1,2,4,8) 

% Level Trigger point in % of full range to start / stop sniff recordings 

Auto-Ranging 
target level % 

Level (in % of full range) to target for maximum sniff level during auto-ranging 
operation 

Minimum Duration Time (in milliseconds) of minimum acceptable sniff duration 

Minimum Pressure Pressure level (in % of full range) required for an acceptable sniff 

Min Points Open Number of 10ms sample points that canister will remain open following trigger 

Trigger Hysteresis ADC count (8196 full scale) below trigger level required to arm start trigger 

Sniff Wait Time Time (in milliseconds) to wait for sniff trial to meet starting trigger point 
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USER & STUDY MANAGEMENT 
 
 

 
 

Each user of WR-TestWorksÊ should have a separate login to identify the tests or analyses they 

performed. The User Management dialog allows creation or editing of all users.  
 
 

 
 

óUser Nameô is shown on-screen and on reports. óLogin Nameô and óPasswordô are used only for 

the Log In dialog.  Use the óAdministratorô group for users who need to create users and/or 

studies, or delete patient / test / analysis records. For non-administrator users, be sure to check all 

studies that they are allowed to access. 

 

Add users by selecting the óAddô button. Complete the required óblueô fields. Passwords are not 

required for access. Select the user group associated with the user by selecting the drop down 

field. 

 

User Group Permissions 

Clerk Cannot delete tests, patients, or analysis. Cannot create or modify users or 
studies 

Technician Cannot delete tests, patients, or analysis. Cannot create or modify users or 
studies 

Analyst Cannot delete tests, patients, or analysis. Cannot create or modify users or 
studies 

Physician Cannot delete tests, patients, or analysis. Cannot create or modify users or 
studies 

Administrator Full access 

 
If the user is not a member of the administrator group, select which Studies user will have access to in 
ǘƘŜ Ψ!ƭƭƻǿ {ǘǳŘƛŜǎΩ ǎŜŎǘƛƻƴΦ 


